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PRODUCT BULLETIN K-SPRAY BULLETIN NO: J-5503 
DRYWALL ACCESSORY CEILING TEXTURE DATE: 9/26/75 
PRODUCTS (NON-ASBESTOS) PAGE: 1 of 1 

APPROVALS: PROOOCING PLANT: ~ TEST BATCH 
SEATTLE . DATE: 

BULLETIN DESCRIPTION % POUNDS I, GALLONS 

442 Talc 27 57 550 

165 Raw GYPSum 15 08 700 I 
I 

446 Ti tm ium Pil!lllent 2.51 50 

056 Wvn"~l ClAv 2.51 50 

301 Pauer fust 200 40 

187 Clav Hvdrite MP 15 OJ 100 

441 Clav Sno Cal 50 10 02 200 

154 Bone Glu~ 0.50 10 

• 084 Casein 100 20 
_i 

102 Di Ammonium Phosuhate 0.20 4 

026 Ammonium Penta Borate 0.25 5 

506 Zinc Oxide 0.05 1 

' •· 
' 216 Hvdrated Lime 0.05 1 

• 
245 Thickener M/c 228 0.50 10 

074 Burnt Umber 0.01 2 ounces 

L.51 ativ~> - Dowicil 75 0.20 L. 
-

324 Al!~re~ate 2.51 50 
. 

282 Odor Mask 0 01 2 ounces 

I TOTAL 100 00 1995.25 

MANUF ACT!l!l.:W!l Ili~lll!!<II QH~ : 
-

1. See Process Bulletin No. J-4. 
2. Dry blend for a minimum of 20 minutes· .• 
J. Package 32 lbs. minimum per bag. 
4. Blank out asbestos caution. 

!J.!ALIU Q!lJI!lQI.: KG2000724 

TM-lB Viscosity, cc per 100 gm to give 5-5!" dia. patty 185 to 210 cc 
TM-3A Bond Equal to Standard 
TM-33 Density, lbs. per cu. ft. 20 maximum I ,_ 

,-r 


